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Temperature Reproc uction qu'_élity and color
adjustment range satisfies even the most

i technology

production and art
giclee printing.
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Intuitive touch
Display controls
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Azon DTS is an excellent solution for gift retailers, fast sign and copier shops, photo On that way the ink is in line with the printed surface giving it more
Azon DTS is direct to substrate inkjet printer. With this digital all-purpose flat-bed printer you labs, museums, etc. The razor - sharp 1440 dpi resolution is supplied by closed ink natural look than ever before. With this method longevity and color
can produce beautiful full-color prints on any surface faster and cheaper than on any other system and it satisfies even the most demanding fields like photo and paintings intensity are dramatically increased. The machine features reproduction
printer, or with other technologies like thermal transfer or screen printing. It is very easy to reproduction and art giclee printing. Infra-red lamp expands the pores of the material quality and wide color range with great speed and resolution. The

use and has a high profit return. surface and enables high quality dye-ink to be absorbed into its pores. razor-sharp 1440 dpi resolution is supplied by closed ink system.
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SIGN INDUSTRY

Whether for
internal or external
signs, stylish signing

is the first visual
impact and therefore
indispensable element

of any buildings

: (companies, public

F[f"ff h“m‘ﬂl i building), theme parks,

museums, animals zoos,
walking and cycling routes,
parklands etc.
Pleasure aluminum has a nice
appearance and is extremely
durable. It can be used for
internal use as well: evacuation
plans, signs, logo at the company
entrance, the tiles on the office

doors, room layout, and intercom are
just some of ideas.







Model Azon DTS series 2
Printing Method Ink-jet (Micro Piezo Head)
Acceptable Media Width: Maximum 440 mm (17.3in.)
Lenght: Maximum 810 mm (31.9in.)
Thickness: Maximum 100 mm (3.9 in.)
Weight: Maximum 9 kg (20 Ibs.)
Maximum printing size (WxD) Maximum 400 mm x 600 mm (15.7 x 23.6 in.)
Ink bottles Color C,M,Y, K, LC, LM, LKand LLK /2 x C, M, Y, K
Ink Azon DTS Inks- sealed, degassed cartridges
Type DTS 220 ml cartridges
Print Resolution (dpi) Maximum 1,440 dpi
Print direction Bi-Directional / Unidirectional
Print speed 11 pages per hour (Page size: 400 mm x 600 mm)
Connectivity Ethernet (10BASE-T/100BASE-TX, automatic switching)
Power requirements AC 100/ 230V, 59 W
Power consumption During operation: Approximately 59 W
During standby: Approximately 5 W
Printer dimensions (WxDxH) 830 mm x 980 mm x 480 mm (32.7 x 38.6 x 18.9in.)
Printer Weight 113 kg (249 Ibs.)
Requested During Temperature 20°C ~ 30°C (68°F to 86°F), (22°C/ 72°F is recommended)
Environment operation Humidity Relative Humidity: 45% ~ 80% (no condensation)
Not Temperature | 18°C~ 30°C (64°F ~ 86°F)
operating Humidity 40% ~ 80% RH (no condensation)
Dust level: General office level
Accessories Power cord, Ethernet cable, User documentation
Rip Software Azon Rip

+21671 822211 contact@azonprinter.tn
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